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Unfinished 1590K432

Unfinshed Cover Screws (Pkg 100)
[M3.5 x 0.6 18-8 SS] 1550MS100

Accessories
Recommended Torque: 75 ozf.in / 55 cN.m

NOTE
Purchased assembly includes box, lid, and 6 cover screws.
Box and lid are made from Zinc Alloy.

PART NUMBERS
1590K432 Enclosure
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1590K432

183.99 mm
[7.244 in]

115.99 mm
[4.567 in]

170.82 mm
[6.725 in]

102.82 mm
[4.048 in]

81.82 mm
[3.221 in]

56.10 mm
[2.209 in]

52.00 mm
[2.047 in]

114.27 mm
[4.499 in]

(Inner Box Width)

102.01 mm
[4.016 in]

(Inner Screw Post
Clearance)

38.50 mm
[1.516 in]

9.00 mm
[0.354 in]

19.49 mm
[0.768 in]

180.92 mm
[7.123 in]

112.92 mm
[4.446 in]

188.00 mm
[7.402 in]

120.00 mm
[4.724 in]

182.27 mm
[7.176 in]

(Inner Box Length)

1.78 mm
[0.070 in]
(Wall Thickness)

52.10 mm
[2.051 in]

(Inner Box Height)

178.00 mm
[7.008 in]

110.00 mm
[4.331 in]


